
certus Ast®

OPtIONs

epoMaster® remote control and 
eposat® GPs-controlled spreading

Data collection epotherm
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”As little as possible, as much as necessary”

Advanced spreading technology
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– de-icing of roads!

Epoke® A/S
Vejenvej 50, Askov 
DK-6600 Vejen
Tel. +45 76 96 22 00 
Fax +45 75 36 38 67
epoke@epoke.dk
www.epoke.dk

In order to maintain the high and uniform 

product standard Epoke® A/S has been 

certified by Lloyd’s register to ISO 9001:2008. 

TLG B-3 approval 

GS approval 

E1 approval 

RoHS directive 

WEEE directive
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OPerAtION Of the sPreADer

CERTUS AST® is delivered with the 

EpoBasic® remote control system.  

EpoMaster® (option) provides the user 

with the option of individual setup of 

spreader and data collection by GPRS, 

SD memory card, or RS 232. The remote 

control unit is also available as wireless.

Diaphragm pump for prewetting placed in 

machine house, easily accessible for 

inspection. Pump known for accurate dosing 

even after many years of use.

When the cover is folded up, the hopper is 

100% open.

All control units tucked away in machine house 

under the motto “well protected, but easily 

accessible”. 

3500-liter side tank capacity adapted to 

machine contour. 

Drive systems

Diesel engine
SE - own watercooled diesel 
engine. 

hydraulic system
SH – vehicle hydraulic system. 

Inspection ladder placed on spreading disc 

arrangement for easy and safe climb.

CERTUS AST®

The new auger spreader from 

Epoke® A/S is the result of close 

customer relations and many years of 

spreading technology experience. 

Epoke® A/S is introducing the most 

modern auger spreader in the 

market. With the user’s working 

conditions in focus Epoke® A/S has 

built a product offering the lowest 

hopper in the market. Epoke® A/S has 

gone a step further and now offers 

3 hopper variants in order to utilize 

the truck bed with resulting stable 

road holding qualities.

CERTUS AST® features a 

new-developed auger, which allows 

dosing of large as well as small 

quantities, and also contributes to 

more uniform emptying of the hop-

per. If the customer wants to spread 

sand or gravel, the spreader may be 

equipped with an agitator (option) or 

the durable Hardox auger (option). 

Many Epoke-customers focus on life 

expectancy costs and require products 

capable of fulfilling a task without 

problems for many years.

CERTUS AST® has its focal point on 

service and life cycle costs and is 

among the few spreaders featuring a 

closed machine house placed on the 

rear of the spreader. All vital 

components are tucked away and 

well protected against moisture and 

salt, yet easily accessible for 

inspection and service work. 

The inspection ladder on the 

spreader rear provides easy access 

to inspect or service the machine. 

Wide steps and a handle ensure 

safe and stable access.

Daily functions, such as opening 

the cover, liquid filling, or hopper 

emptying are possible from an 

ergonomically correct 

position. All operational

functions are placed on the rear 

of the machine.

2-step automatic transmission ensuring high 

starting torque.

	 •	 Easily	accessible	machine	house

	 •	 Modern	design

	 •	 Automatic	gear	with	high	torque	

	 •	 Quick	and	easy	access	by	

  inspection ladder

certus Ast® 


